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BILL ANALYSIS 
 
 
Senate Research Center S.B. 331 
 By: Carona 
 Transportation & Homeland Security 
 8/13/2007 
 Enrolled 
 
 
AUTHOR'S / SPONSOR'S STATEMENT OF INTENT 
 
Currently, Section 622.902, Transportation Code, prohibits the maximum length for saddlemount 
vehicle transporter combinations from exceeding 75 feet.  The federal Safe, Accountable, 
Flexible, Efficient Transportation Equity Act: A Legacy for Users (SAFETEA-LU) (Pub. L. 109-
59), changed the maximum length for such transporter combinations from 75 feet to 97 feet, 
effective on August 10, 2005.   
 
S.B. 331 increases from 75 to 97 feet the maximum length for saddlemount vehicle transporter 
combinations in order to bring the State of Texas into compliance with federal legislation.   
 
RULEMAKING AUTHORITY 
 
This bill does not expressly grant any additional rulemaking authority to a state officer, 
institution, or agency.  
 
SECTION BY SECTION ANALYSIS 
 
SECTION 1.  Amends Section 622.902, Transportation Code, as follows: 
 

Sec. 622.902.  LENGTH EXCEPTIONS.  Increases from 75 to 97 feet the overall length 
that a transporter combination for a drive-away saddlemount vehicle or drive-away 
saddlemount with fullmount vehicle transporter combination, as defined by 23 C.F.R. 
Part 658 or its successor, may be to avoid fa lling under the length limitations provided by 
Sections 621.203 to 621.205 (regarding maximum lengths for motor vehicles, semi-
trailers or trailers, and vehicle combinations). 

 
SECTION 2.  Effective date:  upon passage or September 1, 2007. 


